MAQUINA DE DESCARNAR PNEUMATICA
PNEUMATIC STRIPPING M ACHINE

AM.STRIP.015

A méquina de descarnar pneumatica AM.STRIP.015
foi especialmente desenvolvida para o processamento
de isolamentos dificeis de descarnar. Com as laminas
em V utilizadas na versao standard, todos os
isolamentos habituais dos cabos sdo processados de
forma ideal. As laminas com bocal especiais podem ser
montadas em breves segundos e sem recorrer a
quaisquer ferramentas, para proceder com a
descarnagao em isolamentos dificil como o PTFE,
silicone, PVDF, mylene, neopreno etc.

A AM.STRIP.015 esta equipada com todos os
dispositivos de seguranca necessarios, em
conformidade com a Diretiva Relativa a Maquinas da
UE.
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The pneumatic stripping machine AM.STRIP.015
has especially been developed for the processing of
difficult isolation. With the V-blades used in the
standard version, all usual cable isolations are
processed optimally. Special die-blades can be fitted
within seconds and without tools for optimal
stripping at difficult isolations such as Teflon,
silicone, kynar, mylene, neoprene etc.

Certainly, the AM.STRIP.015 is equipped with all
necessary safety devices according to the EC-
Machinery Directive.
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CARACTERISTICAS ESPECIAIS

- Podem ser processados cabos com extremidades
extremamente curtas (distancia do

revestimento as laminas de descarnar <=9

mm!)
- Guia paralelo exato das cabecas das laminas -
processamento com laminas com bocal,

laminas prismaticas e [aminas de descarnagao

lisas

- Troca ultrarrapida da lamina com o nosso sistema

“zip & clique”
- Ativagao do sensor do processo de descarnagao
- Dentes de aperto com centragem automatica

- Dispositivo de limpeza a ar para evitar residuos de

revestimentos nas [aminas
- Protecao de seguranca em conformidade
- Inser¢ao do cabo no topo
- Pressdo dos dentes de aperto autorreguldvel
(dependendo da forca de tracdo exercida)

DESCARNAGAO

até 5,0 mm o exterior
entre 0,15-4,0 mm?

Cabos redondos
Seccdo transversal

Cabos lisos até 8 mm de largura
Comprimento de descarnacao

1,5-15mm
Ciclo parcial entre1-15mm

DADos TECNICOS

Pressao de servico max. 3 -6 bar

Ar/Ciclo (6 bar) ~0,151
Tempo do ciclo =0,5s

Peso =3,5kg

LxPxA 95x280x165 mm

LAMINAS UTILIZAVEIS

De Bocais — Prismadticas — Lisas

| |

Lamina de Bocal
die - blade

SPECIAL CARACTERISTICS

- extremely short stranded wire ends can be pro-

cessed (distance cover to stripping blades < /

=9 mm!)

- exact parallel guide of the blades heads - processing
with die —blades, prismatic blades and flat

stripping blades

- blade change fast as lightning with our “zipp &
click” change - System

- sensor release of the stripping process

- self — centring clamping jaws

- air blow — out (to avoid isolation rests)

- correct safety cover

- putting in the cable from above

- pressing power of the clamping jaws self-regulating
(depending on the effecting removal power)

Lamina Prismatica
prismatic blade

Lidmina de Descarnar Lisa
flat stripping blade

STRIPPING

up to 5,0 mm outer - @
from 0,15-4,0 mm?
up to 8 mm width
1,5-15mm
from1-15mm

round cables
cross section
flat cables
stripping length
partial stroke

TECHNICAL DATA

operating press. max. 3 — 6 bar

air/cycle (6 bar) ca. 0,151

cycle time ca. 0,5 sec.

weight ca. 3,5kg
WxDxH 95x280x165 mm

INSERTABLE BLADES

Die-, prismatic or flat stripping blades

Reservamos o direito de efetuarmos alteragdes técnicas

We reserve the right to make technical alterations
Nov 2019



